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RGB Tunable Tek Renk Orta Acili

' 3000K-6500K Mono Color NG ear Medium Beamn
= 3000K-6500K

)/ Govde Malzemesi Bodly Material
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,'/.’ 0 . 0
o Aksesuarlar Accessories Asimetrik Aol
Y _4PCBOON 1 P20 COM, 1P&7GON, Asymmetric Beam
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/ latma uygulemalar igin tasarlanmistir. Kuglk sleusi
% - ile gévdeyigizlemek kolaylasir

L ran Olc;usU
¢ Dimension

LNT1Lis g€signed for concealed light, stretch ceiling
and shelf lighting applications with its slim form. Its E
small size makes it easy to hide the body
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Teknik Ozellikler .
L 1 | l_} a t

cal Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA
GOVDE: Aluminyum ekstrizyon govde. Plastik enjeksiyon yan kapak
DIFUZOR: UV korumal, darbeye dayanikll PMMA difuzér

PCB: Kalinlik 12mm, geniglik 16mm 35u bakir aluminyum veya FR4 PCB
SOGUTMA KAPASITESI: Maksimum 20W/mt

LED: High efficiency SMD LEDs CREE, OSRAM, SAMSUNG, NICHIA
BODY: Aluminum extrusion body. Plastic injection side cover.
DIFFUSER: UV resistant, impact resistant PMMA diffuser

PCB: Thickness 12mm, width 16mm 35u copper aluminum or FR4 PCB
COOLING CAPACITY: Maximum 20W/mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m) Gl (W/m) Uzunluk(cm)
Product Code Operating Voltage (v)  LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m) Length {em)
LNTIMP70 24V DC 70 540 L.8* 100
LNTIMP70 24V DC 70 864 T2 100
LNTIMP70 24V DC 70 1200 10 100
LNTIMP70 24V DC 70 1728 a4 100
LNTIMP70 24V DC 70 2400 20 100

Kirman Calyptus Resort Hotel - Antalya
Kirman Calyptus REsort Hotel - Antalya



LN21ince for___gl"wu ile gizli 1sik, gergi tavan ve raf aydin-
latmc uygulemalar igin tasarlanmistir. Kuglk slgusi
ile govdeyilgizlemek kolaylasir

LN21is gdesigned for concealed light. streteh ceiling
and shelf lighting applications with its slim form. Its
stmall size makes it easy to hide the body

LEDLINE
LN21

Teknik Ozellikler
Technical Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA
GOVDE: Aluminyum ekstrizyon govde. Plastik enjeksivon yan kapak
DIFUZOR: UV korumall, darbeye dayanikhh PMMA difuzér

PCB: Kalinlik 1.6mm, genislik 16mm 35u bakir aliminyum veya FR4 PCB
SOGUTMA KAPASITESI: Maksimum 20W/mt

LED: High efficiency SMD LEDs CREE, OSRAM, SAMSUNG, NICHIA
BODY: Aluminum extrusion body. Plastic injection side cover.
DIFFUSER: UV resistant, impact resistant PMMA diffuser

PCB: Thickness 16mm, width 1émm 35u copper aluminum or FR4 PCB
COOLING CAPACITY: Maximum 20W/mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m)  Gug (W/m)  Uzunluk(em)
Product Code Operating Voltage (v)  LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m) Length {em)
LN21SP70 26V DG 70 540 L.8* 100
LN21SP70 24v DC 70 1200 o 100
LN21SP70 24V DG 70 1728 14.4% 100
LN21IRGB&0O 24y DC 50 Tpx/m 4.5-144 100
LN21DMX36MN 24Y DG 36 6 px/m 45-144 100
LN21DMX36TNB 24y DC 72 6 px/m 4.5-144 100
LN21DMX36RGB 24V DG 36 6 px/m 4.5-144 100
LN21DMX36RGBW 24v DC 72 & px/m 45-144 100

RGB Tunable P Tek Renk
. 3000K-4500K Mano Color
3000K-6500K

Govde Malzemesi Body Material

Aksesuarlar Accessories

PCB CON, ‘ P20 CON, 1P&7CON,
=4 4

Kontral Sistemi Control System

<o UL i ﬁb"“’- '"’-g I

D[ e |lagus | Ty e
TA
@ RoHS i IK08 |[Ra>85. LED | Macadam

Uriin Olgusi
Product Dimension

L2y
b
|
/
/

Montaj tamamlandiginda (3. sekildeki gibi}) armatar boglant aparatlannin igerisine oturmahdir
Accessories When assembly is completed {as in figure 3) the armature must fit inside the connector.

Dar Acil Orta Acilh

MNarrow Beam Medium Beom
Genis Acil Asimetrik Acil
Wide Beam Asyrmmetric Beam

NN
e
N
I NG

Akadia Hotel - Antalya
Akadia Hotel - Antalya



LN22 basit mekan aydinlatmalan ve raf aydinlatma
uygulamalar igin tasarlanmistir. Ayrica dig cephede
mimari @ydinlatma amaci ile de kullaniimaktadir.

The EN2? is designed for simple indoor lighting and

L E E shelfdighting upb\icut\crws It is also used for e%terior
L arehitectural lighting

Teknik Ozellikler

cal Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA

GOVDE: Aluminyum ekstruzyon govde. Plastik enjeksiyon yan kapak

DIFUZOR: UV korumali, darbeye dayaniklh PMMA difuzér

IP KORUMA: CNC makina ile dakulmas silikon. Kalinlik farki clusmaz ve ton farkhliklan olmaz.

PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir allminyum veya FR4 PCB
SOGUTMA KAPASITESI: Maksimum 26W/mt

LED: High efficiency SMD LEDs CREE, OSRAM, SAMSUNG, NICHIA

BODY: Aluminum extrusion body. Plastic injection side cover.

DIFFUSER: UV resistant, impact resistant PMMA diffuser

P PROTECTICN: Silicone cast by CNC machine. No thickness difference and no tone differences
PCB: Thickness 1.6mm, width 16mm 70u copper aluminum or FR4 PCB

COOLING CAPACITY: Maximum 26W/mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m) Gl (W/m) Uzunluk(cm)
Product Code Operating Voltage (v)  LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m) Length {em)
LN22SP70 24V DC 70 540 L.8* 100
LN22SP70 24V DC 70 1200 10* 100
LN22SP70 24V DC 70 1728 14.4% 100
LN22RGB60O 24V DC 50 Tpx/m 4.5-144 100
LN22DMX36MN 24V DC 36 6 px/m 4.5-144 100
LN22DMX36TNB 24V DC 72 6 px/m 4.5-144 100
LN22DMX36RGB 24V DC 36 6 px/m 4.5-144 100
LN22DMX36RGBW 24V DC 72 & px/m 4.5-144 100

RGB Tunable Tek Renk Dar Acih Orta Acili
' 3000K-6500K Mono Color Marrow Beam Medium Beom
3000K-6500K

Govde Malzemesi Body Material

0 @

Aksesuarlar A S50res (Jcr-\g, Acih Asimetrik Acili
JOBTON. P20 GON, 1P&7GON, Wi
<y

Kontral Sistemi C

s> UL oy .ﬁb IP PH ”’.

“- 3-step
@ REHS TA4 qgo | K08 |[Ra>8S tp i

L ran Olc;usU
¢ Dimension

& IO (&)

ﬁ

Kirman Calyptus Resort Hotel - Antalya
Kirman Calyptus REsort Hotel - Antalya
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LINE
LN34

Ozellikler
Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA
G E: Aliminyum ekstrizyon govde. Celik vidalar seffaf yan kapaklar
UZOR: UV korumall, darbeye dayanikll PMMA difuzeor

P KORUMA: CNC making ile dakalmuas silikon. Kalinlik farki olusmaz ve tol

PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum 36W/mt

Silico
lL.oémm
ITY: Maximum

num or FR4

( LIN

_ Nt
Urdn Kodu

Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m)

Product Code Operating Voltage (V) LED Quantity (Ad/m)  Luminous Flux (Im/m)
LN34SP70 24V DC 70 540
LN34SP70 24V DC 70 1728
LN34SP70 24V DC 70 2400-4320
LN34RGB60O 24V DC 50 Tpx/m
LN34DMX36MN 24V DC 36 6 px/m
LN34DMX36TNB 24V DC 72 6 px/m
LN34DMX36RGB 24V DC 36 6 px/m
LN34DMX36RGBW 24V DC 72 & px/m

k Uretilmektedir. Talep Gzerine aralklarda dretilebilir

Gug (W/m)
P

n farklliklan olmaz

(W/m)

L.8*

Fo
w [#a] (4] (4]
i i i i

e
e

s
o
i
=
s

LN34 mimari aydinlatma i¢in tasarlanmistir. Genis
11k ylzeyi il@ gorundrliga artirir. Pratik montaj ayak-
lan ile igciligi kolaylastinir. Altinda birakilan bos alan
sayesinde urunun altindan kablolama yapma imkani
sunar. Genel aydinlatma amact ile i¢ mekanda da
kullanilabilir

Uzunluk(cm)

Length {em)
100
100
100
100
100
100
100
100

RGB Tunable

3000K-65001

3000K-6500K

g 307 | 1) 3-step
@ CE | rins TA o | K08 |[Ra8s| el EED

Olcusi

Dimension
& ® @
i

atlarinin icerisine oturma

Dar Agili

Asimetrik Acil

dir

dick Hotel - Bursa
pick Hotel - Bursa




RGB Tunable

3000K

Dar Ag

3000K-6500K

- =8 IP. IP IP

010V =t bati g 67 |
[ CE | nins 1" | oe [Raves| L 2step

LN35 mimari @ydinlatma icin tasarlanmistir. Genis 500 LED  Machdom

1k ylzeyi il@ gorundrliga artirir. Pratik montaj ayak-

lan ile igciligi kolaylastinr. Altinda birakilan bos alan

sayesinde urunun altindan kablolama yapma imkani ~ R

sunar. Genel aydinlatma amaci ile i¢c mekéanda da OICUSU

LINE kullanilcbilir, B _' ” Dimension
LN35 o s i

Ozellikler , & ,
Details 1 b i ,
LED: Yiksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA

E: Aliminyum ekstrizyon govde. Celik vidalar seffaf yan kapaklar
UZOR: UV korumall, darbeye dayanikll PMMA difuzeor Montal tomamior 3 ki gibyi} arriatar k

P KORUMA: CNC making ile dakalmas silikon, Kalinlik farki olusmaz ve ton farkliliklan olmaz

PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum 40W/mt

es.
- Maximum

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m) Gug (W/m) Uzunluk(cm)
Product Code Operating Voltage (V) LED Quantity (Ad/m)  Luminous Flux (Im/m) Length (cm)
LN35SP70 24V DC 70 540 L.8* 100
LN35SP70 24V DC 70 1728 1a4* 100
LN35SP70 24V DC 70 2400-4320 20-36* 100
LN35RGB60 24V DC 50 Tpx/m 4.5-14.4 100
LN35DMX36MN 24V DC 36 6 px/m 4.5-144 100
LN35DMX346TNB 24V DC 72 6 px/m 4.5-14.4 100
LN35DMX36RGB 24V DC 36 6 px/m 4.5-14.4 100
LN35DMX36RGBW 24V DC 72 & px/m 4.5-14.4 100

sort Hotel - Antalya
2l - Antalya

Kirman Calyptus Re
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. LNS4 sik tasarimi ve genis isik yuzeyi ile hem i¢ me-
® kan uygulamalarinda hem de dis mekan uygulama-

% /y,v’ larinda etkili gorintu olusturmaktadir.

Withitss€legant design and wide light surface, LN54

L E D LI N E creates an effective image in both indoor and out-
doocr applications

Teknik Ozellikler

lfechnical Details

LED: Yiiksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA

GOVDE: Aluminyum enjeksiyon yan kapak. Celik vidalar seffaf yan kapaklar

DIFUZOR: UV korumal, darbeye dayanikl PMMA difuzor

IP KORUMA: CNC makina ile dakulmas silikon. Kalinlik farki clusmaz ve ton farkhliklan olmaz.
PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir allminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum 40W/mt

LED: High efficiency SMD LEDs CREE. OSRAM, SAMSUNG, NICHIA

BODY: Aluminum injection side cover. Steel screws transparent side covers

DIFFUSER: UV resistant, impact resistant PMMA diffuser

IP PROTECTION: Silicone cast by CNC machine. No thickness difference and no tone differences
PCB: Thickness 1.6mm, width 16mm 70u copper aluminum or FR4 PCB

COOLING CAPACITY: Maximurm 40W/mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m)  Gug (W/m)  Uzunluk(em)
Product Code Operating Voltage (v)  LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m) Length {em)
LNS4SP70 24V DC 70 540 L.8* 100
LNS4SP70 24V DC 70 1728 14.4% 100
LNS4SP70 24V DC 70 2400-4320 20-36* 100
LNS4RGB60O 24V DC 50 Tpx/m 4.5-144 100
LNS4DMX36MN 24V DC 36 6 px/m 4.5-144 100
LNS4DMX36TNB 24V DC 72 6 px/m 4.5-144 100
LNS4DMX36RGB 24V DC 36 6 px/m 4.5-144 100
LNS4DMX36RGBW 24V DC 72 & px/m 4.5-144 100

RCE Tunable

Tek Renk

-
. 3000K-6500K Mono Color
3000K-6500K

Govde Malzemesi Body Material
Aksesuarlar Accessories
4 PCB OON

3 ‘ P20 CON, IP&7CON.
L
=S/ 4

Kontral Sistemi Control System

&> UL i ﬁb‘"’n ||='m IP.
n
D

™ J— H [ i | 3-step
@ REHS |[TA | Ikos |Ra=85 & IEE

Uriin Olgusi
Product Dimension

Dar Acil Orta Acih

Narrow Beamn Medium Beom
Genis Acil Asimetrik Acili
Wide Bearn Asymmetric Beam

Montaj tamamlandiginda (3. sekildeki gibi}) armatar boglant aparatlannin igerisine oturmahdir

Accessories When assembly is completed (as in figure 3)

he armaoture

st fit inside the connector.

Kumsmall AVM - Kayseri
Kumsmcill Shepping Mall - Kayseri



LNS4U sik tasarimi ve genis 1sik yuzeyi ile hem i¢ me-
¥ kan uygulamalarinda hem de dis mekan uygulama-
larinda etkili goruntt olusturmaktadir. Diftuzor kapak
U formundadir. Difazér kapadin yan yuzeylerinden
isik gikmaktadir

Ozellikler

Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA

GOVDE: Aluminyum enjeksiyon yan kapak. Celik vidalar seffaf yan kapaklar

DIFUZOR: UV korumali, darbeye dayaniklh PMMA difuzér

P KORUMA: CNC making ile dakalmas silikon, Kalinlik farki olusmaz ve ton farkliliklan olmaz
PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum 40W/mt

teel screws tra

ant PMMA diff

ness 1.oémm, width Ou copper aluminum or FR4 PCB

COOLING CAPACITY: Maximum 40W/mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m) Gug (W/m) Uzunluk(cm)
Product Code Operating Voltage (V) LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m} Leng 1
LNS4USP70 24V DC 70 540 L.8* 100
LNS4USP70 24V DC 70 1728 14.4% 100
LN54USP70 24V DC 70 2400-4320 20-36* 100
LNS4URGB60 24V DC 50 Tpx/m 4.5-144 100
LNS4UDMX36MN 24V DC 36 6 px/m 4.5-144 100
LNS4UDMX36TNB 24V DC 72 6 px/m 4.5-144 100
LNS4UDMX36RGB 24V DC 36 6 px/m 4.5-144 100

LNS4UDMX36RGBW 24V DC 72 & px/m 45-144 100

Tek Renk Dar Agil
Narrow Bec

eam

Mono Ci

3000K-6500K

@ CE | mihs Ta_ ko8 |Raves i 3SR

Olcusi
Dimension

45

® ® a

50 47

nbly is completed {as in figure 3) the armature must fit inside the connector.




LNS7 yan yuzeylerden de isik ¢lkmasina ve dekora-
tif gorunti elde edilmesine olanck saglar. Hem i¢
mekan uygtlamalarinda hem de dis mekan uygula-

—“"‘-a--..,__ malarindg etkili goruntu olusturmaktadir.

LI N E Rlueu\lx
LNS7 v

Ozellikler

Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA

GOVDE: Aluminyum ekstrizyon govde. Celik vidalar seffaf yan kapaklar

DIFUZOR: UV korumali, darbeye dayaniklh PMMA difuzer

P KORUMA: CNC making ile dakalmus silikon. Kalinlik farki olusmaz ve ton farklliklan olmaz
PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum 40W/mt

r SMD LE

Ou copper aluminum or FR4

Th s 1.6mm, width 16mm 7
)LING CAPACITY: Maximum 40

L mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m) Gug (W/m) Uzunluk(cm)
Product Code Operating Voltage (V) LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m} Length (cm)
LNS7SP70 24V DC 70 540 L.8* 100
LNS7SP70 24V DC 70 1728 1a4* 100
LNS7SP70 24V DC 70 2400-4320 20-36* 100
LNS7RGB60O 24V DC 50 Tpx/m 4.5-14.4 100
LNS7DMX36MN 24V DC 36 6 px/m 4.5-144 100
LNS7DMX36TNB 24V DC 72 6 px/m 4.5-14.4 100
LNS7DMX36RGB 24V DC 36 6 px/m 4.5-14.4 100
LNS7DMX36RGBW 24V DC 72 & px/m 4.5-14.4 100

RCE Tek Renk

Calor

3000K-6500K

Govde Malzemesi Body Material

0 o

Aksesuarlar Acce

Kontral Sistemi Control Systerr

S © gl
TA L P
@ CE | rins g | K08 [Raz3s B RSteR

Olcusi
Dimension

G

stlannin icer

deki gibi) armatar t

s}

Hektar Yapi - Konya
Hektar Construction - Konya




LINE
LN58

- Ozellikler
Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA
GOVDE: Aluminyum ekstruzyon govde. Celik vidalar seffaf yan kapaklar

DIFUZOR: UV korumali, darbeye dayaniklh PMMA difuzer

LNS8 ic mekanlarda estetik goruntl olusturmak ve
yuksek gucld aydinlatma saglamak amact ile tasar-
lanmistir. Dekoratif uygulamalarda da siklikla kulla-
nimeaktadir. Arkasinda bulunan gi¢ kaynagi yuvasi
sayesinde 220V AC urun yapiimasina olanak saglar.

LINGS is designed to create an cesthetic appedran-

ce in interior spaces and provide high-power ligh-

ting. It is also frequently used in decorative applica-
D] ence of the power supply slot

tions. Due to the pr
on the back, it allows to make 220V AC product

IP KORUMA: CNC makina ile dakulmas silikon. Kalinlik farki clusmaz ve ton farkhliklan olmaz.
PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum S0W/mt

BODY: A

P PROTECTION: S

LED: High efficiency SMD LEDs CREE. OSRAM, SAMSUNG, NICHIA
BCD rusion body. Ste > S

ant, impact re:
cone cast by CNC machine. No thickness difference and no tone differences

arent side covers

PCB: Thickness 1.6mm, width 16mm 70u copper aluminum or FR4 PCB

COOLING CAPACITY: Maximum SOW/r
Uriin Kodu Calisma Voltaji (V)
Product Code Operating Voltage (V)
LNS8SP70 24v DC
LNS8SP70 24V DC
LNS8SP70 24V DC
LNSBRGB6O 24V DC
LNS8DMX356MN 24V DC
LNS8DMX36TNB 24V DC
LNS8DMX36RGB 24V DC
LNSB8DMX36RGBW 24V DC

Led Miktari (Ad/m)
LED Quantity (Ad/m)

70
70
70
60
36
72
36
72

Isik Akisi (Im/m) Gug (W/m) Uzunluk(cm)

Luminous Flux (Im/m)  Power (W/m) Length (em)

5S40 L.8* 100

1728 14.4% 100
2400-4320 20-36* 100
Tpx/m 4.5-144 100

& px/m 45-144 100

& px/m 4.5-144 100

& px/m 4.5-144 100

& px/m 45-144 100

RGB Tunable Tek Renk Dar Acili

3000K-6500K Mono Color Norrow Beam
3000K-6500K

Govde Malzemesi Body Material

Asimetrik Ao
Asymmetric

TUU L iy

vy

— —

@ CE | RéHs A" | ikos
+50°

Olcusi
Dimension

["1 3-step
Ra>85|| | T |Macadam

® & c

&

arinin icerising oturl

st fit inside the cc
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LNS8U i¢ mekanlarda estetik goruntl olusturmak ve
yUksek gu¢la aydinlatma saglamak amaci ile tasar-
lanmistir. Difuzor kapak U formundadir. Difuzor ka-
padin yan yazeylerinden isik glkmaktadir. Arkasinda
bulunan'guc kaynagi yuvasi sayesinde 220V AC drin

LI N E yapllmasina olanak saglar.
LNS8U 1

gh-pov
d. Light co
ser cove

to th

Ozellikler

Details

LED: Yuksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA

GOVDE: Aluminyum ekstrizyon govde. Celik vidalar seffaf yan kapaklar

DIFUZOR: UV korumali, darbeye dayaniklh PMMA difuzer

P KORUMA: CNC making ile dakalmus silikon. Kalinlik farki olusmaz ve ton farklliklan olmaz
PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum S0W/mt

r SMD LE

OT ) st by CNC mac g
PCB: Thickness 1.6mm, width 1émm 7 copper aluminum or FR4
)LING CAPACITY: Maximum 50

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m)  Isik Akisi (Im/m) Gug (W/m) Uzunluk(cm)

Product Code Operating Voltage (V) LED Quantity (Ad/m)  Luminous Flux {Im/m)  Power (W/m) Length (s

crm)

LNS8USP70 24V DC 70 5S40 L.8* 100
LNS8USP70 24V DC 70 1728 14.4% 100
LNS8USP70 24V DC 70 2400-4320 20-36* 100
LNSBURGB&O 24V DC 60 Tpx/m 4.5-144 100
LNS8UDMX36MN 24V DC 36 & px/m 4.5-144 100
LNSBUDMX36TNB 24V DC 72 & px/m 4.5-144 100
LNS8UDMX36RGB 24V DC 36 & px/m 4.5-144 100
LNSBUDMX36RGBW 24V DC 72 & px/m 4.5-144 100
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LN510 ic mekanlarda estetik gérunta olusturmak ve @ ks m K02

yUksek gugla aydinlatma saglamak amaci ile tasar-
lanmistir. Dekoratif uygulamalarda da siklikla kulla-
nilmaktadir. Arkasinda bulunan gue¢ kaynagi yuvasi ~ Iyl
sayesinde 220V AC Urun yapiimasina olanak saglar. Ok;usu

LINE Dimension
LNS10 is designed to crecte an cesthetic appearan-
ce in interior spaces and provide high-pl r lighting
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Ozellikler ; :
Details
LED: Yiksek verimli SMD LED'ler CREE, OSRAM, SAMSUNG, NICHIA ~»

GOVDE: Aluminyum ekstruzyon govde. Celik vidalar seffaf yan kapaklar

DIFUZOR: UV korumali, darbeye dayaniklh PMMA difuzer

IP KORUMA: CNC making ile dékulmas silikon. Kalinlik farki olusmaz ve ton farkhliklan olmaz.
PCB: Kalinlik 1.6mm, genislik 16mm 70u bakir aluminyum veya FR4 PCB

SOGUTMA KAPASITESI: Maksimum S0W/mt

nda (3 sekidski gibi} armatar baglant annin igerisine otur

s completed (as in figure re must fit inside the cor

LED: High efficiency SMD LED CREE (_,SF«AM SAMSUNG, NICHIA
E 5 arent side covers

ant, impact resistant PMMA diffu
P PROTECTION: Silicone cast by CNC machine. No thickness difference and no tone differences

PCB: Thickness 1.6mm, width 16mm 70u copper aluminum or FR4 PCB

COOLING CAPACITY: Maximum SOW/mt

Uriin Kodu Calisma Voltaji (V)  Led Miktari (Ad/m) Isik Akisi (Im/m) Glg (W/m) Uzunluk(cm)
Product Code Operating Voltage (V) LED Quantity (Ad/m)  Luminous Flux (Im/m)  Power (W/m} Length {em)
LNS10SP70 24V DC 70 540 L.8* 100
LNS10SP70 24V DC 70 1728 14.4% 100
LNS10SP70 24V DC 70 2400-4320 20-36* 100
LNS10RGB&0O 24V DC 50 Tpx/m 4.5-144 100
LNS10DMX36MN 24V DC 36 6 px/m 4.5-144 100
LNSTODMX36TNB 24V DC 72 6 px/m 4.5-144 100
LNS1ODMX36RGB 24V DC 36 6 px/m 4.5-144 100

LNS10DMX36RGBW 24V DC 72 & px/m 45-144 100







































































































































































































































































































